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COMVERCI AL | TEM DESCRI PTI ON

EXTI NGUI SHER, FI RE, DRY CHEM CAL
( HAND PORTABLE)

The CGeneral Services Admi nistration has authorized the use
of this conmercial itemdescription by all federal agencies.

1. SCOPE

1.1 Scope. This commercial itemdescription (CID) covers dry chenical hand
portable fire extinguishers.

2. CLASSI FI CATI ON

2.1 dassification. The extinguishers shall be the follow ng types, classes and
si zes:

Type | - Stored pressure, refillable.
Type Il - Gas cartridge operated, refillable.
Type 11l - Stored pressure, non-refillable, disposable.

Class 1 - For classes A, B and C type fires (multipurpose phosphate).
Class 2 - For classes B and C type fires (potassium bi carbonate).

Size 2-1/2 - 2-1/2 Ibs (1.1 kg)
Size 5 - 5 1bs (2.3 kg)

Size 10 - 10 I bs (4.5 kg)

Size 20 - 20 Ibs (9.1 kg)

Size 30 - 30 Ibs (13.6 kg)

3.  SALI ENT CHARACTERI STI CS

3.1 Ceneral. The extinguishers shall neet the requirements of Underwriter's
Laboratory (UL) 299 Standard for Dry Chemical Fire Extinguishers. The size shall
i ndi cate the anpunt of extinguishing agent, in pounds (kilograns), contained wthin

the container, with a tolerance of -0, +20%. The extinguishers shall be US Coast
Guard approved and shall be marked with the appropriate "Marine Type" designation
and " Shape Synbol Code". The type |I and Il extinguishers shall be constructed be
refilled and reused w thout replacenent of nore than sealing devices. The type III
shall be non-refillable, intended for one use only. Type |l & IIl shall contain the
propel lant within the container. Type Il shall have an attached, replaceable
propel l ant cartridge.

3.2 Chenmical charge. The class 1 extinguishers shall be charged wi th nultipurpose
phosphate. The class 2 extinguishers shall be charged w th potassi um bi carbonat e.

Beneficial coments, recommendations, additions, deletions, clarifications, etc.
and any data which may inprove this document should be sent to: General Services
Admi ni stration, Engineering Group (7FXEE), 819 Taylor Street, Fort Worth, TX
76102.
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3.3 Ratings. The extinguishers shall be rated to the capabilities listed in Table
I, as a mnimum in accordance with UL 711 Standard for Fire Extinguisher, Ratings
and Fire Testing of. The extinguisher shall be plainly marked with it's actual
rating in accordance with UL 299.

Table I, M ni num Ratings

Si ze, Ibs (kg) Class 1 Class 2
2-172 (1.1) 1A 10B: C 10B: C
5 (2.3) 2A: 10B: C 30B: C
10 (4.5) 4A: 60B: C 60B: C
20 (9.1) 20A: 120B: C 120B: C
30 (13.6) 20A: 160B: C 160B: C

3.4 DMounting brackets. Each extinguisher shall be supplied with a nounting bracket
suitabl e for mounting the extinguisher to a vertical surface. When specified, the
extingui sher shall be supplied with a vehicle nounting bracket suitable for use in
vehicle. Vehicle brackets for the type | and Il extinguishers shall be US Coast
Guard approved for use with the acconpanyi ng extingui sher.

3.5 Muterial Safety Data Sheets (MSDS). Each shipment of fire extinguishers shall
be shipped with MSDS in accordance with ASTM E 1628.

3.6 Wrkmanship. The fire extinguishers shall be produced with quality

wor kmanshi p, cleanly painted, and shall show no evidence of corrosion, or other
defect that affects appearance or may affect serviceability or durability. The
| abel s shall be legible and securely attached.

3.7 Metric products. Products manufactured to nmetric dinensions will be considered
on an equal basis with those manufactured using inch-pound units, providing they
fall within tolerances specified and all other requirements of this document are
nmet .

3.8 Commercial item The use of the term"comercial itenf in this document does
not inply that any itemor itens offered are not required to conformwith all
requi renents specified herein.

4. REGULATORY REQUI REMENTS.

4.1 Regulatory requirenents. The offeror/contractor is encouraged to use recovered
materials to the maxi num extent practicable, in accordance w th paragraph 23.403 of
t he Federal Acquisition Regulation (FAR).

5. QUALI TY ASSURANCE PROVI SI ONS

5.1 Product conformance. The products provided shall nmeet the salient
characteristics of this CID, shall conformto the producer's own draw ngs,

speci fications, standards, and quality assurance practices, and shall be the same
product offered for sale in the comercial market. The governnent reserves the
right to require proof of such confornance.

6. PACKAGQ NG PACKI NG AND MARKI NG

6.1 Packagi ng, packing and marking. The packagi ng, packing, and marki ng shall be
as specified in the contract or order.
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7. NOTES

7.1 Odering data. Purchases should select the preferred options pernmtted herein
and include the followi ng information in procurement docunents:

a. Title, nunber, and date of this CID.
b. Type, class and size.
c. The packagi ng, packing and marki ng desired

7.2 Part ldentification Number (PIN). This part nunbering systemis intended for
identification and cross-indexing of the itemby the government only and does not
constitute a requirenent for the contractor.

Exanple: AA393 - A1 C

I [ |1 Size - A=2-1/2 |bs
I | | B =5 Ilbs
| | ] Class - 1 = class 1 C =10 Ibs
| | 2 = class 2 D = 20 | bs
| | Type - A = type | E = 30 I bs
B = type Il
Cl D A-A-393 C = Type |11

7.4 National Stock Nunmbers. The following NSNs (with the appropriate part nunber)
are known to use this docunent:

NSN Type, Cass, Size Part Nunber
4210-00- 165-4703 | 5 I bs AA393- AlB
4210-00-775-0127 | 5 | bs AA393- A2B
4210- 00- 889- 2221 11 2-1/2 | bs AA393- C2A
4210- 00- 889- 2491 | 10 | bs AA393-Al1C
4210- 00- 889- 2492 | 20 | bs AA393-AlD
4210- 00- 965-1105 | 2-1/2 | bs AA393- A2A
4210- 00- 965-1107 | 10 | bs AA393- A2C

|
|
|
|
|

4210- 00- 965- 1108 20 | bs AA393- A2D
4210- 00- 965- 1116 10 I bs AA393-Bl1C
4210- 00- 965- 1117 20 | bs AA393-B1D
4210- 00-965- 1118 30 | bs AA393-B1E
4210-01- 290- 0755 20 | bs AA393-B2D
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7.5 Referenced docunents.

Underwiters Laboratories (UL)

299 - Standard for Dry Chemical Fire Extinguishers
711 - Standard for Fire Extinguishers, Rating and Fire Testing of

Underwiters Laboratories (UL) docunments are available from Underwiters
Laboratories, Inc., 333 Pfingsten Road, Northbrook, IL 60062.

ASTM
E 1628 - Standard Practice for Preparing Material Safety Data
Sheets to Include Transportation and Di sposal Data for
the General Services Adm nistration

Preparing Activity:
GSA - FSS




